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Performance Specifications
• Rated Line Voltage (RMS): 120VAC Single Phase
• Maximum Single Impulse Current: (8x20µs

Current Waveform): 10kA Per Phase
• UL 1449 2nd Edition Suppression Voltage Rating:

– TE/120VAC-15A1 - L-N: 330V, L-G: 330V,
   N-G: 330V
– TE/120VAC-30A2 - L-N: 330V, L-G: 400V,
   N-G: 400V

• Maximum Continuous Operating Voltage
L-N: 130VAC

• Continuous Current Rating:
TE/120VAC-15A1: 15 amps
TE/120VAC-30A2: 30 amps

• Response Time: Less than One Nanosecond
• Operating Power Frequency: 50 - 60 Hertz
• Solid State Bi-directional Componentry

NOTE:  External fuse required for overcurrent and thermal protection. The external fuse is required to protect both
the L-N and L-G modes. Each unit is shipped with a fusing kit, which includes a fuse and a fuse holder. To order
replacement or additional fuse kits see the following chart.
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TE/120VAC-30A2

Design Features
• Designed for installation in Branch Circuit

Applications
• Three Stage Protection: MOV first stage,

Inductor second stage, MOV/SAD third stage
• EMI/RFI Noise Suppression
• Note: N-G mode does not have internal overcurrent

or thermal protection.  As long as the voltage from
N-G remains low, overcurrent and thermal
protection is not required.

Standard Configuration
• TE/120VAC-15A1 Size: 2.0” x 4.0” x 2.32”

Weight: 0.55
• TE/120VAC-30A2 Size: 3.0” x 4.0” x 2.05”

Weight: 0.75

Qulality
• 2 Year Warranty
• APT’s Quality Management System is

ISO 9001:2000 Certified

TE/120VAC-15A1
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