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Design Features
• Designed, Manufactured, & Tested consistent with:

– ANSI: C62.11-1993
– UL: OWHX Secondary Surge Arrester
– UL Listed (File #E121169)

• TE/1SSA Commercial and Residential Applications
• TE/4SSA Industrial and Commercial Applications
• Metal Oxide Varistors (MOV) each Line to Neutral/

Ground
• Encapsulation: UL Component Recognized Epoxy

Potting Material
• Reliable Solid State Protection
•    Automatic Recovery, Self Restoring

Quality
• One Year Warranty
• Maintenance Free
• APT’s Quality Management System is

ISO 9001:2000 Certified

Optional Mounting Bracket Available

Performance Specifications
• TE/1SSA (120/240)

– Peak Surge Current: 25,000 Amps (8x20 µs)
– MCOV: 175VAC rms (Line to Ground)

• TE/4SSA (277/480)
– Peak Surge Current: 25,000 Amps (8x20 µs)
– MCOV: 550VAC rms (Line to Ground)

• Response Time: <5 Nanoseconds
• Current Drain: <100uA

Environmental Specifications
• Suitable for Indoor and Outdoor Installation
• Operation Temperature: -40o C (-40o F) to

+85o C (+185o F)

Standard Configuration
• Enclosure is black molded flame retardent plastic

housing which is weatherproof and UV resistant.
• 18” Stranded 12 AWG Color Coded Leads

• Threaded 1/2” NPT Conduit Nipple with Lock Nut
• TE/1SSA Unit Weight: 7.5 ounces

– Shipping Weight: 8.5 ounces per arrester
6.75 lbs. per carton (12)
28.5 lbs. per case (48)

• TE/4SSA Unit Weight: 8.5 ounces
– Shipping Weight: 9.5 ounces per arrester

7.5 lbs. per carton (12)
31 lbs. per case (48)

TE/1SSA and TE/4SSA Series
Secondary Surge Arrester
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